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TABL E OF QUANTITIES
LENGTH REQUIRED FOR C.M. PIPE DIA.
) iTEM 15“_-!8[! 2!“"2&]1 30"_36" 42”-48" UNIT QUANTITY
PRESSURE TREATED POLE, 10" DIA. (1) 8-0 10-0 10-0 2.0 EACH 2 .
2" X 12" PRESSURE TREATED LUMBER (3) | 4-0 4-0 5-0 6-0 EACH %2
2" X 6" PRESSURE TREATED LUMBER 4-0 -0 5-0 6-0 FACH 2
2" X 12" PRESSURE TREATED LUMBER (2) 2-0 2-0 2-0 2-0 EACH 3*2,
2" X 6" PRESSURE TREATED LUMBER 2-0 2-0 2-0 2-0 EACH 2
/2™ D1A. MACHINE BOLTS WITH NUTS -4 -4 -4 -1 EACH ,Ifﬁkﬂ
1/2" DIA. WASHERS EACH|  20\'V]
SPIKE NAILS APPROX. EACH jﬂ?’f”

(1) USE AN 8" DIA. POLE FOR PIPE SIZES 15" THROUGH 21",

(2) TWO REQUIRED FOR [5"™ THROUGH 30" DIA. PIPE.

(3) ELIMINATE 4 BOARDS IF OPTIONAL FOOTING 1S NOT USED.

NOTES:

LENGTH MAY HAVE TO BE INCREASED FOR INDIVIDUAL SITE CONDITIONS.

BILL OF MATERIALS AND QUANTITY TABLE
CAN BE MADE UP FROM TABLE BELOW. SHOW
ON JOB PLAN.

IF BEDROCK 1S ENCOUNTERED AT LESSER
DEPTHS SET SUPPORT ON BEDROCK.

FOOT {NG SHOWN IS OPTIONAL DEPEND{NG ON
FOUNDAT ION CONDITIONS FOR ALL SIZES OF
PIPE.. ADD TO JOB PLAN |F APPLICABLE.

TIMBER PIPE SUPPORT

SOUTH DAKO/A
CUIDE PLAN NO. 40
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