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STEEL ANGLE BRACE DETAIL
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TABLE 1 — BAFFLE TABLE 2 — STEEL ANGLE BRACES
RISER DIMENSION DIMENSION LUMBER RISER DIMENSION TOTAL
DIAMETER A B LINEAL FEET DIAMETER C LENGTH
36" 6 2'-6" 18 36” 3 0-3/4" 3 6-3/4"
42” 7’ 30" 21 42" 3 9-1/4" 4 3-1/4"
48” 8’ 3—6" 24 48" 4 5-3/4" 4 11-3/4"
54" 9’ 4-0" 36 54” 5 2-1/4" 5 8—1/4"
60" 10’ 4-6" 40 60” 5" 10-3/4" 6 4-3/4"
BILL OF MATERIALS
MARK ITEM LENGTH | NO. REQ'D | QUANTITY
1 2” x 12” LUMBER LIN. FT.
2 4” x 8” POSTS 4 LIN. FT.
3 2-1/2" x 2-1/2" x 1/4” STEEL ANGLES 8 LIN. FT.
4 %g 2x W7ASL {-ZZRS STEEL BOLTS, NUTS 4 SETS
5 %g 2x W5ASL {-ZZRS STEEL BOLTS, NUTS 4 SETS

NOTES:

. PLACE BAFFLE PARALLEL TO THE RISER STUB.

. BAFFLE HEIGHT FOR 36" THROUGH 48" DIAMETER RISERS 3" USING 7' POSTS.
BAFFLE HEIGHT FOR 54” THROUGH 60" DIAMETER RISERS = 4’ USING 8’ POSTS.

BAFFLE LUMBER SHALL CONFORM TO WI CONSTRUCTION SPECIFICATION 14.

4. BOLT 2" x 12" BOARDS TO THE 4" x 6" POSTS USING TWO (2) 5/8” DIAMETER x 7—1/2" LONG BOLTS
PER BOARD. DO NOT PLACE THE BOLTS CLOSER THAN 1-1/2" FROM THE EDGE OF THE BOARD.

5. GUARD RAIL ENCLOSURE SIZE DOES NOT MEET MINIMUM TRASH RACK VELOCITY AND OPENING
SIZE REQUIREMENTS.
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