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Standard Tank Or "L” Lug

1/2" Dia. Steel Rod,

Use Finished Flat Head
Rivets Or Weld Seams

JL . Install Pipe So Rivets
TSNS T Are On The Side.
]

Recommended Length 2'-0"
Min. Length 1°—6 2/3” Or

7 Corrugations

ELEVATION

Q .
E And Rod With Washers Threaded 9” On Each End
é A — Coupling Bonds” Shall 4 Required Per Band
. Have A Min. 67 Lap
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+ Mastic Or Gasket

| ~ See Note 1
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] P — On Portion Of Pipe

Yo o o ¥o o 9 Under Coupling Band,

SECTION A-—-A

WATER TIGHT COUPLING BAND FOR ANNULAR PIPE

Standard Tank Or "L” Lug
And Rod With Washers

Coupling Bands Shall
Have A Min. 3 1/2”
Lap +1/2"

B —
ELEVATION SECTION B—B
HELICAL CORRUGATED COUPLING BAND
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Standard Tank Or "L” Lug
And Rod With Washers Two Annular Corrugations
Rolled In End Of Helical

Hugger Band Shall Have
A 31/2" Lap, + 1/2"

3/4” Dia. Rubber Gasket

WATER TIGHT HUGGER TYPE COUPLING BAND

1/2" Wide, Elongated
/_ And Flared Aperture T

1/2" Dia. Hole 1”
/_Deep And Threaded A
Minimum Depth Of 1/2”

12 o] =

END VIEW ELEVATION

ALTERNATE "L” LUG

NOTES:

1.

The Pipe Ends Covered By A Coupling Band And The Lap Seam Shall Be
Coated With Bituminous Mastic. A Neoprene Gasket May Be Used In
Lieu Of The Bituminous Mastic. The Gasket Size Shall Be 3/8” Thick
With A Minimum Width Of 7" Centered On The Pipe Joint And Fastened
At The Ends To Form A Full Circle.

2. Materials and coatings of watertight coupling bands, sleeve joints
and helical metal bands shall be the same as that specified for the
pipe.
3. All tank lugs, rods, and nuts shall be galvanized steel. Where
aluminum bands are used, the rod and lugs shall be separated from
the aluminum by at least two (2) layers of plastic tape with a total
thickness of 24 mils or more.
4. Corrugated metal coupling bands may be fabricated from one or two
pieces with equal minimum lap lengths.
REFERENCE
Project
Designed Date
Checked Date SHEET 2 OF 2
Approved Date DATE 7-25-94

STANDARD DWG. NO.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


	Button1: 
	0: 
	0: 


	Button2: 
	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 
	Text7: 


