CONSTRUCTION SPECIFICATION

282.  WOODY CUTTINGS
 1.
SCOPE
This work shall consist of preparing the area for treatment, furnishing, and placing woody cuttings in the areas specified herein and as shown on the drawings.  

 2.
MATERIALS
Cuttings -- Woody cuttings shall be made from healthy green plants.  Stem or branch cuttings of hardwood or firm wood should be taken whenever possible from plants that are native to the locality or grown on similar sites.  False bamboo cuttings shall include the tip of the stock or contain portions of the root clumps.

Cuts shall be made clean with sharp tools.  The butt end of the stem shall be a slant cut and the tip end shall be cut square across the stem.  All leaves shall be removed immediately after the cutting has been taken.

The diameter of the cutting shall not be more than 2 inches at the butt end nor smaller than 1/4 inch at the tip.

The length of the cuttings shall be as follows:

a.
Deep plantings made at 3-foot depths shall have a minimum cutting length of

4 feet and a maximum length of 5 feet.  

b.
Plantings made in soils moist throughout the year shall have a minimum cutting length of 2 feet and a maximum length of 3 feet, except for False Bamboo root clumps.

Cuttings shall not be allowed to dry and shall be no more than 5 days old when planted.  If the cuttings are not planted the same day they are cut, the cuttings shall be kept moist, until planted.

Cuttings shall be taken from designated sites or sources as specified in Section 6.

 3.
PLANT TYPES
The type and number of woody cuttings required shall be as specified in Section 6 or as shown on the drawings.

 4.
PLANTING REQUIREMENTS
Planting shall not begin until approval is given by the Contracting Officer’s Technical Representative.

At the time of planting the woody cuttings shall be healthy live cuttings.  Woody cuttings shall be planted in one or more rows.  Plantings shall be spaced 3 feet apart in the row.  In multiple row plantings, spacing between rows shall be 3 feet and staggered with respect to those in adjacent rows.

Cuttings shall be planted in prepared holes or "V" furrows to avoid stripping the bark, especially in rocky or hard soils.  Cuttings may be pushed into soil if the soil is saturated.

Cuttings shall be placed in the soil with the butt end in a downward position.  Bamboo root clumps shall be buried into moist soil to 1 feet deep and covered with soil, firmly packed, to eliminate all air pockets around the roots.

All cuttings shall have 6 inches to a maximum of 1 foot or at least 2 nodes above the ground level.  The exposed tip of each cutting shall be sealed with a sealing (tar) compound suitable for treating pruning cuts on fruit trees.

Method 1  Plantings shall be placed into the soil to a depth of at least three (3) feet.  If however, due to some physical condition in the soil this planting depth cannot be attained, the cuttings shall be set with 3/4 of its length in the ground.  Plantings shall be protected from damage and soil kept moist in the lower two feet of the planting depth for the duration of the contract.  

Method 2  Planting depth for soils that are moist throughout the year shall be 1-foot deep.  If however, due to some physical condition in the soil, this planting depth cannot be attained, the cuttings shall be set with 3/4 of its length in the ground.

 5.
 MEASUREMENT AND PAYMENT
Method 1  For items of work, for which specific unit prices are established in the contract, the measurement will be made on the actual number of cuttings planted.  Payment will be made at the contract unit bid price.  This price and payment shall constitute full compensation for furnishing all materials, labor, tools and equipment and for performing all operations required to complete the work as shown on the drawings and specified herein.

Method 2  For items of work for which specific lump sum prices are established in the contract, no measurement will be made for woody plantings.  Payment will be made at the contract lump sum price for locations delineated on the drawings.  Payment will constitute full compensation for furnishing all materials, labor, tools and equipment, and for performing all operations required to complete the work as shown on the drawing and specified herein.  

All Methods  Compensation for any item of work described in the contract but not listed in the bid schedule will be included in the payment for the item of work to which it is made subsidiary.  Such items and the items to which they are made subsidiary are identified in Section 6.
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