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CONSTRUCTION SPECIFICATION

CS-70:  “CONTRACTOR QUALITY CONTROL”
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70.1
SCOPE
The work consists of developing, implementing, and maintaining a quality control system to ensure that the specified quality is achieved for all materials and work performed.

70.2
EQUIPMENT AND MATERIALS
Equipment and material used for quality control shall be of the quality and condition required to meet the test specifications. Testing equipment shall be properly adjusted and calibrated at the start of operations and the calibration maintained at the frequency specified. Records of equipment calibration tests shall be available to the technical representative at all times. Equipment shall be operated and maintained by qualified operators as prescribed in the manufacturer's operating instructions.

All equipment and materials shall be handled and operated in a safe and proper manner and shall comply with all applicable regulations pertaining to their use, operation, handling, storage, and transportation.

70.3
QUALITY CONTROL SYSTEM
The contractor shall develop, implement, and maintain a system adequate to achieve the specified quality of all work performed, material incorporated, and equipment furnished before use. The system established shall be documented in a written plan developed by the contractor. The system activities shall include the material testing and inspection needed to verify the adequacy of completed work and procedures to be followed when corrective action is required. Daily records to substantiate the conduct of the system shall be maintained by the contractor. 

The quality control system shall include, but not be limited to, a rigorous examination of construction material, processes, and operation, including testing of material and examination of manufacturer's certifications as required, to verify that work meets contract requirements and is performed in a competent manner.

70.4
QUALITY CONTROL PERSONNEL
Quality control activities shall be accomplished by competent personnel who are separate and apart from line supervision and who report directly to management. A competent person is one who is experienced and capable of identifying, evaluating, and documenting that material and processes being used will result in work that complies with the contract, and who has authorization to take prompt action to remove, replace, or correct such work or products not in compliance. Offsite testing laboratories shall be certified or inspected by a nationally recognized entity. The contractor shall make available to the technical representative the names, qualifications, authorities, certifications, and availability of the competent personnel who will perform the quality control activities.

70.5
RECORDS
The contractor's quality control records shall document both acceptable and deficient features of the work and corrective actions taken. All records shall be on forms approved by the contracting officer, be legible, and be dated and signed by the competent person creating the record.

Records shall include:

a.
Documentation of shop drawings including date submitted to and date approved by the contracting officer, results of examinations, any need for changes or modifications, manufacturer's recommendations and certifications, if any, and signature of the authorized examiner.

b.
Documentation of material delivered including quantity, storage location, and results of quality control examinations and tests.

c.
Type, number, date, time, and name of individual performing quality control activities.

d.
The material or item inspected and tested, the location and extent of such material or item, and a description of conditions observed and test results obtained during the quality control activity.

e.
The determination that the material or item met the contract provisions and documentation that the engineer was notified.

f.
For deficient work, the nature of the defects, specifications not met, corrective action taken, and results of quality control activities on the corrected material or item.

70.6
REPORTING RESULTS
The results of contractor quality control inspections and tests shall be made available to the technical representative upon request. 

70.7
ACCESS
The technical representative shall be given free access to all testing equipment, facilities, sites, and related records.
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