U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE 
Arizona
CONSTRUCTION Inspection Plan

WATER CONTROL Structure

Items of work to be inspected and timing:

	Timing
	Item(s)
	Hours*

	Prior to all excavation and fill
	· Layout including staking locations of all structure and channel work
	

	Prior to placement of concrete

	· Placement and compaction of fill material to designed grade
· Installation of all appurtenances as specified in the design

· Concrete forms and reinforcement
· Concrete mix design certification and collection of batch tickets
	

	Concrete pouring and finishing
	· Pour to lines and grade of design
· Concrete shall not be dropped more than 5 feet vertically unless suitable equipment is used to prevent segregation
· Concrete shall be finished in accordance with NRCS specifications
	

	Concrete Curing Process
	· Concrete curing process shall be followed as specified by the contractor in accordance with NRCS specifications
	

	Project completion
	· Earthfill and compaction around water control structure

· Removal of all construction materials
· Cleanup of all environmentally hazardous materials
	

	* Includes necessary travel time
	TOTAL TIME: 
	


Testing Equipment and Facilities Needed:

Surveying equipment and other miscellaneous equipment.
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�
�
Job Location:�
�
�
County:�
�
SWCD:�
�
Farm/Tract No.:�
�
�
Referral No.:�
�
Prepared by:�
�
Date:�
�
�






Personnel performing inspections:�
�
�
�
All inspections will be performed by qualified personnel.�
�
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�
�
�
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Name/ Title:�
�
�
�
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